Calico Creek Subdivision No. 2

Street, Water, Pressure Irrigation, & Sanitary Sewer Construction Plans

Water And Sanitary Sewer Construction Notes Vicinity Map | : , Legend

1. ALL WATER AND SEWER CONSTRUCTION SHALL CONFORM TO THE LATEST EDITION OF THE IDAHO STANDARDS FOR PUBLIC WORKS CONSTRUCTION (LS.P.W.C.), UNIFORM PLUMBING » BOUNDARY LINE
CODE (UPC), AND THE LAWS OF THE STATE OF IDAHO.

B&A Engineers, Inc.
Consulting Engineers, Surveyors & Planners

5505 W. Franklin Rd. Boise, Id. 83705

LOT LINE =
9. ALL SEWER PIPE AND FITTINGS SHALL BE POLY-VINYL-CHLORIDE (PVC) CONFORMING TO THE PROVISIONS OF ASTM D-3034 SDR-35 FOR SIZES 4-INCH THROUGH 15—INCH; ) ] ] ] STREET CENTER 3
ASTM F—679, SDR 35, T-1 WALL FOR SIZES 18—INCH THROUGH 27—INCH; OR ASTM F—794 T-46 FOR SIZES 18-INCH THROUGH 36-INCH. REET CENTERLINE ¥y
3 ALL INSTALLED SEWER LINES SHALL BE TESTED IN ACCORDANCE WITH DMISION 500 OF THE 1.S.P.W.C. SPECIFICATIONS FOLLOWING INSTALLATION OF ALL UTILIIES AND PRIOR — — BUILDING SETBACK LINE &
TO PAVING. A REPRESENTATIVE OF THE CITY MUST OBSERVE THE TESTING. TESTING SHALL INCLUDE AR PRESSURE TESTING, DEFLECTION TESTING, AND VISUAL INSPECTION NOT TO SCALE e 8" SANITARY SEWER MAIN )
USING A CLOSED CIRCUIT TELEVISION CAMERA. A COPY OF THE VISUAL INSPECTION TAPE SHALL BE PROVIDED TO THE CITY OF KUNA IN VHS FORMAT PRIOR TO FINAL (UNLESS OTHERWISE NOTED) S
ACCEPTANCE OF THE SEWER LINE. ALL SEWER LINES SHALL BE CLEANED PRIOR TO THE DEFLECTION TEST AND INTERNAL CAMERA INSPECTION. ,_ | L 5" WATER MAIN =
4. ALL WATER MANS SHALL BE POLY-VINYL—CHLORIDE (PVC) CONFORMING TO THE PROVISIONS OF AWWA C-900, CLASS 150, SDR 18 OR CLASS 150 CEMENT MORTAR LINED .
DUCTILE IRON CONFORMING TO AWWA C—104 AND AWWA C—151. ALL FITTINGS SHALL BE MECHANICAL JOINT DUCTILE IRON CONFORMING TO AWWA C—110. ALL PLASTIC PIPE DEER FLAT ROAD @ 4" SANITARY' SEWER SERVICE
SHALL BE INSTALLED WITH A #12 DIRECT BURIAL TRACER WIRE PLACED ALONG THE NORTH AND EAST SIDE OF THE MAIN. THE TRACER WIRE SHALL BE ACCESSIBLE AT ALL : & 6” WATER SERVICE
VALVE BOXES AND SHALL BE EXTENDED ALONG THE OUTSIDE OF THE LOWER PORTION OF THE VALVE BOX AND ALONG THE INSIDE OF THE UPPER PORTION. MINIMUM BURIAL |
~ DEPTHS FOR ALL WATER MAINS SHALL BE 4-FEET FROM FINISH GRADE TO THE TOP OF PIPE. f\ CALICO CREEK T T e e EXISTING FENCE (TO BE REMOVED)
5 AL MAIN LINE WATER VALVES SHALL BE RESILIENT-SEATED GATE VALVES CONFORMING TO AWWA C-509 OR AWWA C—515. ALL WATER VALVES SHALL BE FURNISHED WITH A : | ‘ | T LT TETTTEEEEEEE EXISTING 3" ROLLED CURB, GUTTER & 5’ SIDEWALK
STANDARD 5-1/4 INCH DIAMETER, TWO PIECE ADJUSTABLE CAST IRON VALVE BOX, TYLER/UNION 6855 SERIES "OR EQUAL". THE CAST IRON COVER SHALL BE MARKED WITH SUBDIVISION — " ROLLED CURB. GUTTER & 5 SIDEWALK
THE WORD "WATER” AS AN INTEGRAL PART OF THE COVER. . , , '
6. ALL FIRE HYDRANTS SHALL BE DRY BARREL HYDRANTS CONFORMING TO AWWA C-502. HYDRANTS SHALL HAVE : | —oo T ToT o 100 KUNACITY IRRIGATION EASEMENT
A. 5-FOOT SETTING D. ' ONE 4-1/2 INCH DIAMETER NATIONAL STANDARD PUMPER NOZZLE PROJECT}, .~ T T T T T T T T T PRESSURE IRRIGATION PIPE
B. 5-1/4 INCH VALVE OPENING MINIMUM E. TWO 2-1/2 INCH DIAMETER NATIONAL STANDARD THREAD FIRE HOSE NOZZLES SITE e — EXISTING DIRT ROAD
C. 150 psi WORKING PRESSURE | o o SECTION. LINE
THE VALVE OPERATOR SHALL OPEN LEFT (COUNTER-CLOCKWISE). THE HYDRANT SHALL BE EQUIPPED. WITH A BREAKABLE TRAFFIC FLANGE, A DRAIN THAT AUTOMATICALLY OPENS o FOUND 1/2" PIN
WHEN THE HYDRANT IS CLOSED AND A 6~INCH MECHANICAL JOINT CONNECTION. THE HYDRANT SHALL BE EQUIPPED WITH A 6—INCH FLANGED BY MECHANICAL JOINT .
RESILIENTSEAT GATE VALVE WITH CAST IRON VALVE BOX ATTACHED DIRECTLY TO THE MAIN LINE TEE. HYDRANTS SHALL BE INSTALLED SUCH THAT THE BREAKABLE TRAFFIC © FOUND 5/8” PIN
FLANGE IS SET 2-INCHES MINIMUM. G6-INCHES MAXIMUM ABOVE THE BACK OF THE SIDEWALK OR FINISH GRADE AS APPLICABLE. FIRE HYDRANTS SHALL BE CLOW MEDALLION SET 1/2°X24" IRON PIN WITH PLASTIC
* HYDRANT. WATEROUS PACER 100 HYDRANT, OR MUELLER A423. HYDRANT SPACING SHALL BE 450". HYDRANT LOCATIONS SHALL BE APPROVED IN WRITING BY THE KUNA RURAL .

CAP LABELED "B&A LS 4116”

. HYD LOCATIONS WITH THE DE NT'S APPR A ED H
FIRE DEPARTMENT. A COPY OF THE PRELIMINARY PLAT SHOWING ALL FIRE HYDRANT LOCATI WITH FIRE DEPARTMENT'S APPROVAL SHALL BE SUBMITTED WITH THE SET 5/8"X30” IRON PIN. WITH PLASTIC

CONSTRUCTION PLANS FOR FINAL REVIEW AND APPROVAL BY THE CITY ENGINEER.

® CAP LABELED "B&A LS 4116

7 INDVIDUAL WATER SERVICES SHALL BE INSTALLED FOR EACH CONNECTION. A SINGLE WATER SERVICE CONNECTION SHALL CONSIST OF A PIPE SADDLE WITH 1-INCH ®

CORPORATION STOP: 1—INCH CLASS 200, SDR 7.3 POLYETHYLENE PIPE CONFORMING TO AWWA C—901; 18-INCH TALL 3/4” INCH COPPER METER SETTER WITH LOCKABLE SANITARY SEWER MANHOLE

SHUTOFF VALVE AND CHECK VALVE: AND 18—INCH DIAMETER BY 30—INCH TALL INSULATED METER BOX AS MANUFACTURED BY "MID-STATES PLASTICS, INC.”, OR APPROVED O EXISTING SANITARY SEWER MANHOLE

EQUAL; AND A CAST IRON FRAME AND COVER TAPPED WITH A 1—INCH DIAMETER HOLE FOR THE CITY AUTOREAD METER SENSOR; APPROVED BY THE CITY. A DUAL WATER A

SERVICE CONNECTION SHALL CONSIST OF A PIPE CONFORMING TO AWWA C—901; A TEE ALLOWING FOR TWO INDIVIDUAL WATER METERS TO BE INSTALLED IN A SINGLE METER e FIRE HYDRANT

BOX: TWO 18—INCH TALL 3/4" COPPER METER SETTERS WITH LOCKABLE SHUTOFF VALVE AND CHECK VALVE; A 20~INCH DIAMETER BY 30-INCH TALL INSULATED METER BOX ) L] < - INSTALL WATER VALVE SAME AS MAINLINE

AS MANUFACTURED BY "MID—STATES PLASTICS, INC.”, OR APPROVED EQUAL; AND A CAST IRON FRAME AND COVER TAPPED WITH A 1—INCH DIAMETER HOLE FOR THE CITY AUTO <C = @)

READ METER SENSOR; APPROVED BY THE CITY. THE 1—INCH WATER SERVICE FOR EACH CONNECTION SHALL BE EXTENDED A MINIMUM OF 10-FEET ON THE HOUSE SIDE OF O = ' I EXISTING WATER VALVE

THE METER, OR AS REQUIRED TO EXTEND PAST TO OTHER UTILITIES LOCATED IN THE 10-FOOT EASEMENT. WATER METERS SHALL BE FURNISHED AND INSTALLED BY THE CITY. r F. PORTER ST. o4 EXISTING PRESSURE IRRIGATION VALVE

_MULTIPLE TAPS IN THE SAME PIPE JOINT SHALL BE STAGGERED AND SHALL BE SEPARATED BY A MINIMUM OF ONE—FOOT. THE CENTERLINE OF THE METER SETTER SHALL > —

BE LOCATED 18—INCHES BELOW FINISH GRADE. METERS SHALL BE PLACED 18—INCHES INSIDE THE PROPERTY LINE AND 18~INCHES AWAY FROM THE SIDE LOT LINE. o Zc = b INSTALL GATE VALVE SAME AS MAINLINE Q)|
8. ALL INSTALLED WATER LINES SHALL BE TESTED FOR LEAKAGE IN ACCORDANCE WITH SECTION 401 OF THE LS.P.W.C. SPECIFICATIONS FOLLOWING INSTALLATION OF ALL UTILITIES Ll N = PRESSURE IRRIGATION SERVICE

AND PRIOR TO PAVING. EACH METER SETTER SHALL BE OPENED TO VERIFY THAT THE CORPORATION STOP IS OPEN AND THE SERVICE IS FUNCTIONAL PRIOR TO PAVING. O p— PRESSURE IRRIGATION AIR RELEASE VALVE .

A REPRESENTATIVE OF THE CITY MUST OBSERVE THE TESTING. ALL INSTALLED WATER LINES SHALL BE DISINFECTED IN ACCORDANCE WITH DIVISION 400 OF THE LS.P.W.C. — . o & @)

SPECIFICATIONS AND SATISFACTORILY PASS A BACTERIOLOGICAL TEST CONDUCTED BY THE CITY PROPER TO BEING PUT INTO SERVICE. = = L O PRESSURE IRRIGATION DRAIN
9. ALL PIPE, MAINS, AND SERVICES, SHALL BE BEDDED WITH TYPE | BEDDING. IN AREAS OF ROCK EXCAVATION BEDDING SHALL.BE 6-INCHES BELOW THE PIPE. = ® INSTALL MONITOR WELL Z:
10. THE SEPARATION REQUIREMENTS AS OUTLINED IN DIVISION 405, NON~POTABLE WATER LINE SEPARATION, OF THE 1.S.P.W.C. SPECIFICATIONS SHALL APPLY TO BOTH MAINLINES & STREET LIGHT

AND SERVICE LINES. WHERE SEWER MAINS AND SERVICE LINES DO NOT CONFORM TO THE SEPARATION REQUIREMENTS WATER CLASS PIPE IS REQUIRED. . EXISTING STREET LIGHT
11, IN AREAS WHERE ROCK EXCAVATION IS REQUIRED, ALL BLASTING FOR OTHER UTILITIES SHALL OCCUR PRIOR TO INSTALLATION OF ANY SEWER MAINS, WATER MAINS OR SERVICE TH. TEST HOLE

LINE CROSSINGS. A .

N OX

12. THE DEVELOPER SHALL SUBMIT A COPY OF THE DESIGN APPROVAL LETTER FROM THE IDAHO DEPARTMENT OF HEALTH AND WELFARE PRIOR TO BEGINNING CONSTRUCTION. EXISTING POWER POLE

13. THE DEVELOPER IS REQUIRED TO RETAIN A QUALIFIED REGISTERED ENGINEER TO PERFORM INSPECTION SERVICES DURING CONSTRUCTION. THE ENGINEER SHALL FURNISH THE TBM #2 - BENCHMARK LOCATION REFERENCE
CITY A WRITTEN CERTIFICATION THAT THE PROJECT WAS COMPLETE IN ACCORDANCE WITH THE APPROVED PLANS AND SPECIFICATIONS. COPIES OF ALL AIR TEST, PRESSURE TEST,
AND BACTERIOLOGICAL TEST RESULTS SHALL BE FURNISHED WITH THE CERTIFICATION LETTER.

14. AL PLANS USED FOR CONSTRUCTION SHALL BEAR THE CITY OF KUNA "APPROVED FOR CONSTRUCTION” STAMP. THE DEVELOPER OR HIS ENGINEER SHALL DELIVER THE ORIGINAL
DRAWINGS TO THE CITY ENGINEER FOR APPLICATION. OF THE APPROVAL STAMP FOLLOWING APPROVAL BY ALL OTHER AGENCIES AND PRIOR TO PRINTING THE FINAL PLAN SETS
FOR CONSTRUCTION. COPIES OF THE AGENCY APPROVAL LETTERS SHALL BE SUBMITTED WITH THE ORIGINAL DRAWINGS TO RECEIVE THE APPROVAL STAMP. ALL PLANS PRINTED

1V1SIOon

EXISTING BUILDINGS

Calico Creek

MERIDIAN, KUNA CITY, ADA COUNTY, IDAHO.

Subd

A PARCEL OF LAND SITUATE IN THE NORTHWEST QUARTER OF

‘ SUSEH,
FOR CONSTRUCTION SHALL BE PRINTED ON A PALE YELLOW PAPER. THREE COMPLETE SETS OF FINAL CONSTRUCTION PLANS FOR THE WATER, SEWER, AND ROADWAY m SEEPAGE BEDS
IMPROVEMENTS SHALL BE FURNISHED TO THE CITY PRIOR TO BEGINNING CONSTRUCTION. USE OF ANY PLANS WITHOUT THE KUNA "APPROVED FOR CONSTRUCTION” STAMP A\/ALON STR EET 5
DURING CONSTRUCTION WILL BE CAUSE FOR A STOP WORK ORDER BY THE CITY. ANY MODIFICATIONS DURING CONSTRUCTION MUST BE APPROVED IN WRITING BY THE CITY.
15. WHEN CONSTRUCTION IS SATISFACTORILY COMPLETED, CLEANED, AND TESTED THE DEVELOPER SHALL REQUEST A FINAL ACCEPTANCE INSPECTION BY THE CITY. THE FINAL Sheet Index

SECTION 24, TOWNSHIP 2 NORTH, RANGE 1 WEST, BOISE

ACCEPTANCE INSPECTION SHALL OCCUR AFTER ALL OTHER UTILITIES ARE INSTALLED. AT A MINIMUM, THE FINAL ACCEPTANCE INSPECTION SHALL CONSIST OF CLEANING ALL

SEWER MAINS, VISUALLY INSPECTING FACH MANHOLE, WITNESSING A FINAL SEWER AR TEST AND WATER PRESSURE TEST, DEFLECTION TESTING OF THE SEWER MAINS, ! TITLE SHEET / NOTES Toe
VISUAL INSPECTION OF THE SEWER MAINS, AND PROVIDING A VHS VIDEO TAPE OF ALL SEWER MAIN VISUAL INSPECTION. ALL TESTING IS TO BE PROVIDED AND PAID FOR BY 2 SITE COMPOSITE PLAN %85
THE DEVELOPER AS PART OF THE SUBDIVISION. X SHEET INDEX O 88 ¢
16. THE DEVELOPER SHALL FURNISH THE CITY TWO SETS OF BLACK LINE PRINTS, AND A COMPACT DISC WITH ELECTRONIC SCANNED. IMAGES OF THE RECORD DRAWINGS IN PDF < €o5
FORMAT, OR OTHER ACCEPTABLE ELECTRONIC FORMAT THAT PROVIDES AN EASILY FEEPRODUEED, CLESARLY LEGIBLE AND PERM(A%ENZT Cgr)PY OF THE REC(;RD |NSFE%RM3T|0N, WITHIN 4 FINAL PLAT = P55
30 DAYS OF FINAL ACCEPTANCE. RECORD DRAWINGS SHALL SPECIFICALLY SHOW SERVICE TEES BY STATION, AND LOCATION (HORIZONTAL AND VERTICAL) OF SERVICE LINE 5 PLAN/PROFILE — WEST CHESHIRE STREET < 83
ENDS, AND ALL MODIFICATIONS MADE DURING CONSTRUCTION. P — n 5 PLAN;PROHLE WEST CHESHIRE STREET 0% £22
17. THE CITY HAS THE RIGHT TO INSPECT THE WORK AT ANY TIME DURING CONSTRUCTION. ANY WORK THAT DOES NOT CONFORM TO THE APPROVED PLANS AND SPECIFICATIONS ressure Irrigation Construction Notes o o 1988 "
SHALL B REJECTED. 1. PIPELINES SHALL BE CONSTRUCTED OF POLY-VINYL—CHLORIDE (PVC). PIPELINES 3-INCHES AND LARGER SHALL BE 20 ! PLAN/PROFILE — NORTH CAMBRICK AVENUE = S |<8E Q
: ~VINYL— : - 0 PSI, SDR 21, - g
18. THE DEVELOPER SHALL GUARANTEE ALL WORK FOR A PERIOD OF ONE YEAR FOLLOWING ACCEPTANCE BY THE CITY. ASTM D—2241. PIPELINES SMALLER THAN 3~INCHES SHALL BE SCHEDULE 40, CONFORMING TO ASTM D—2466. ALL JOINTS ON PIPE %‘1’?585”&?«% TL?\RGER ° PLAN/PROFILE. — NORTH CAMBRICK AVENUE O « :E“E 4
SHALL BE ELASTOMERIC GASKETS. ALL PLASTIC PIPE SHALL BE INSTALLED WITH A #12 DIRECT BURIAL TRACER WIRE PLACED ALONG THE NORTH AND/OR 9 PLAN/PROFILE — NORTH CAMBRICK AVENUE = 25 ¢ o
EAST SIDE OF THE MAIN. THE TRACER WIRE SHALL BE LOOPED FROM THE MAIN LINE TO EACH SERVICE BOX ALONE THE SERVICE PIPE AND BACK TO THE MAIN 10 PLAN/PROFILE — NORTH FERN BROOK AVENUE O N |pEs 7
: LINE. THE TRACER WIRE SHALL BE ACCESSIBLE AT ALL VALVE BOXES AND SHALL BE EXTENDED ALONG THE OUTSIDE OF THE LOWER PORTION OR THE VALVE BOX HolEs
Road And Storm Sewer Construction Notes AND ALONG THE INSIDE OF THE UPPER PORTION. ALL PIPE SHALL BE CLEARLY MARKED WITH TYPE, CLASS, AND/OR THICKNESS AS APPLICABLE. LETTERING 1 PLAN/PROFILE — WEST IVY GLADE STREET 2 Qo83
SHALL BE LEGIBLE AND PERMANENT UNDER NORMAL CONDITIONS OR HANDLING AND STORAGE. 19 PLAN/PROFILE — NORTH WOODSTREAM WAY ¥ ol P5ug ~
1. ALL MATERIALS, APPURTENANCES AND CONSTRUCTION SHALL CONFORM WITH THE 2003 EDITION OF THE IDAHO STANDARDS FOR PUBLIC WORKS CONSTRUCTION 2. AL PIPES SHALL BE FREE-DRAINING. PIPE LINES SHALL BE BURIED AT LEAST 30-INCHES FROM FINISH GRADE TO THE TOP OF THE PIPE. PIPES UNDER ROADWAYS SHALL BE 5 8585 =
(IS.P.W.C.). NO MODIFICATIONS TO ANY PLANS OR SPECIFICATIONS UNLESS SPECIFICALLY AND PREVIOUSLY APPROVED IN WRITING BY THE ADA COUNTY HIGHWAY BURIED AT LEAST 42-INCHES FROM FINISH GRADE TO THE TOP OF THE PIPE. EXTRA DRAINS MAY BE ADDED TO MAKE THE PIPE FREE—DRAINING AND REDUCE 13 STORM DRAIN CONSTRUCTION DETAILS — 1 |32% W)
DISTRICT. BURY DEPTH. AS—BUILT NOTES SHALL BE SUPPLIED TO THE ENGINEER. MINIMUM GRADE FOR ALL PIPE SHALL BE 0.40%. 14 STORM DRAIN CONSTRUCTION DETAILS O vz )
(=4 N a
2. CONTRACTOR (S) SHALL ATTEND A PRE-CONSTRUCTION CONFERENCE AT A PLACE AND TIME TO BE DETERMINED PRIOR TO COMMENCEMENT OF CONSTRUCTION. 3. gLHLA {LlﬂgécsD ungAlt‘E tlargOCAsr IRON, DUCTILE, IRON, PVC, BRASS, OR STAINLESS STEEL, AND SHALL HAVE A MINIMUM PRESSURE RATING. ALL FITTINGS 4-INCHES AND LARGER 15 PRESSURE IRRIGATION PLAN O g 2858 K
3. CONTRACTOR (S) SHALL OBTAIN A CONSTRUCTION PERMIT FROM THE ADA COUNTY HIGHWAY DISTRICT AT LEAST 24 HOURS PRIOR TO COMMENCING CONSTRUCTION N WITH FLANGED OR MECHANICAL JOINTS. 16 GRAVITY IRRIGATION. DETAILS gpes 72)
OF ANY OF THE IMPROVEMENTS SHOWN HEREON. 4. VALVES UP TO 3-INCHES IN SIZE SHALL BE RISING STEM, SOLID DOUBLE WEDGE DISC, SCREW BONNET, WITH HAND WHEELS. THE VALVE BODY, DISC AND STEM SHALL BE gg 5853
4. CONTRACTOR (S) SHALL HAVE ALL BURIED UTILITIES LOCATED PRIOR TO COMMENCING CONSTRUCTION. BRONZE. VALVE BOXES FOR VALVES UP TO 3—INCHES IN SIZE SHALL BE 4—INCH DIAMETER PVC OR ABS PIPE WITH A FEMALE ADAPTER AND THREADED PLUG WITH 17 CONSTRUCTION DETAILS Scdt ),
! - SQUARE UNIT. VALVES LARGER THAT 3—INCHES IN SIZE SHALL BE RESILIENT WEDGE CONFORMING TO AWWA C—509, WITH MECHANICAL OR FLANGED JOINTS AND 18 CONSTRUCTION DETAILS O g = —
5. SEE THE FINAL PLAT OF "CALICO CREEK SUBDIVISION NO.2” FOR MORE COMPLETE SURVEY INFORMATION. 2—INCH SQUARE OPERATING NUT. VALVE BOXES FOR VALVES LARGER THAN 3-INCHES IN SIZE SHALL BE STANDARD CAST IRON 5-1/4 INCH DIAMETER ADJUSTABLE O SE®T o=
5. CONSTRUCTION INSPECTION SHALL BE PERFORMED BY THE ADA COUNTY HIGHWAY DISTRICT AND/OR THE DEVELOPERS AGENT. 5 VALVE BOXES. VALVE BOXES SHALL BE LABELED "NON—POTABLE WATER® OR TAGGED AS NOTED ON THE RISER IN THE LOT SERVICE DETAIL ON SHEET 17. 19 CONSTRUCTION DETAILS IS:J E -
. ALL IRRIGATION PIPE SHALL BE INSTALLED WITH FINDER TAPE. THE TAPE SHALL BE 2-INCHES WIDE, METALLIC RED IN COLOR, WITH THE WORDS " - ” 20 CONSTRUCTION DETAILS Sc oo |
7 THE STREET CONTRACTOR SHALL SET SEWER MANHOLE COVERS, FRAMES AND GRADE RINGS TO FINISH GRADE AND PLACE CONCRETE COLLARS AFTER ASPHALT A L : . | DANGER — UNSAFE WATER B
PAVEMENT HAS BEEN COMPLETED. COLLARS SHALL COMPLY WITH 1.S.P.W.C. STANDARD DRAWING NO. SD-508. ?g—ungNEsP(z\g\ngEE m‘g%gg%%z *Afggm ALONG THE LENGTH OF THE TAPE. TAPE SHALL BE PLACED BETWEEN 6—INCHES BELOW FINISH GRADE AND Foo
. PIPE BEDDING NOTE: ALL PIPE SHALL BE BEDDED WITH TYPE 1 BEDDING IN ACCORDANCE WITH ISPWC. 6. ALL CONSTRUCTION SHALL CONFORM TO THE LATEST EDITION OF THE IDAHO STANDARDS FOR PUBLIC WORKS CONSTRUCTION (LS.PW.C.), UNIFORM PLUMBING CODE AND THE Benchmark Information (Sc SHecT 2 FoR BENCHUARK LOCATONS)
9. CATCH BASINS SHALL BE SD—601 OR EQUIVALENT. LAWS OF THE STATE OF IDAHO. !JBM #1 1/2” IRON REBAR WITH PLASTIC CAP LS 780 ELEVATION = 2685.42
10. SEDIMENT TANKS SHALL BE 1000 GALLON PRECAST BOISE VAULT, LAR—KEN. OR EQUAL WITH TRAFFIC RATED LID, AND SKIMMIMG BAFFLES. 7. ALL PIPELINES SHALL BE INSTALLED TO A GRADE TO PERMIT THEM TO FREELY DRAIN TO LOCATIONS OF DRAINS SHOWN. LOCATED NEAR THE NORTHWEST BOUNDARY OF LOT 2, BLOCK 3.
PER ACHD SD-625. - 8. ALL INSTALLED PIPELINES SHALL BE TESTED FOR LEAKAGE IN ACCORDANCE W | 'v
: ITH SECTION 404 OF THE IS.P.W.C. SPECIFICATIONS FOLLOWING INSTALLATIO TBM #2 5/8” - DATE: OCTOBER 27, 2004
11.  CONTRACTOR SHALL VERIFY CONSTRUCTION STAKES WITH THE PROJECT BENCHMARK AND CONSTRUCTION PLANS PRIOR TO CONSTRUCTING THE IMPROVEMENTS | PRIOR TO PAVING. THE MINIMUM TEST PRESSURE SHALL BE 90 PSI. TEST WATER SHALL BE POTABLE WATER FROM THE MUNICIPAL WATER SYS¥ES.F ?HLE l%gls'lTn Erv?ugo = U E(égATIIZ%O%EiE%EEwggRrHLV?%? c%gmlfg SEBKOTEL?/ Ag{%‘éK 62688'24 HORIZ SCALE:
REFERENCED BY THESE CONSTRUCTION PLANS. BE OBSERVED BY A REPRESENTATIVE OF THE CITY. UPON SUCCESSFUL COMPLETION OF THE FINAL PRESSURE TEST, THE IRRIGATION SYSTEM SHALL BE DRAINED. ’ ’ AS NOTED
12. muEs clﬁgggglch%ﬁT%ﬁmgN ém%? SCAILNLCB%?)EEN%IQFES&I EI\’;IETQE %%hﬂRiéT ggu&so h::RTI(H)E ;gsgéﬁlglhé?ufvo%?ggmgg%é SV‘JHI@LN%_HIEINII;Z\I T‘QSFE(?J'?H'E 9. ALL PIPE, MAINS AND SERVICES SHALL BE PERFORMED BY B&A ENGINEERS, INC., THE ADA COUNTY HIGHWAY DISTRICT, AND/OR THE CITY OF KUNA. P #3 5/8" IRON REBAR WITH PLASTIC CAP LS 752 ELEVATION = 2688.24 VERT. SCALE: a5 NOTED
TS SR CTION B B e » INC. 10. IN ANY AREAS WHERE ROCK EXCAVATION IS REQUIRED, ALL BLASTING FOR OTHER UTILTIES SHALL OCCUR PRIOR TO INSTALLATION OF ANY IRRIGATION FACILITIES. LOCATED NEAR THE SOUTHWEST BOUNDARY OF LOT 1, BLOCK &. DRAWN BY: | Needs
11, CONSTRUCTION INSPECTION SHALL BE PERFORMED BY B&A ENGINEERS, INC., THE ADA COUNTY HIGHWAY DISTRICT, AND/OR THE CITY OF KUNA. CHECKED BY:  J. b, Canning
: : : 12. AL STUB OUTS FOR FUTURE CONNECTION SHALL BE INSTALLED WITH A MJ CAP AND THRUST BLOCK. THE CAP SHALL HAVE A 1” DIAMETER TAP WITH THREADED PLUG. e 4s TouRs DRIOR TO ANY FILE: 4DO1\dwg\Const Plans.dwg
Erosion Control - Storm Water Pollution Prevention Note 13. THE PRESSURE IRRIGATION AND STORM WATER MAINS SHALL BE CONSTRUCTED OF MATERIALS CONFORMING TO WATER MAIN STANDARDS AT ALL LOCATIONS ON THE PLANS 4 ,
WHERE WATER MAIN CROSSES BELOW THE SEWER MAIN WITHIN 18—INCHES. TO MEET WATER MAIN STANDARDS, THE PIPE SELECTED MUST:
1. PRIOR TO CONSTRUCTION CONTRACTOR(S) SHALL BE RESPONSIBLE TO VERIFY THAT A NOTICE OF INTENT TO CONSTRUCT (NOI) HAS BEEN FILED AS ACCEPTED ~MEET AWWA C—900 | . BEFORE DGING ADICENT TO ARY SHEET NOw
BY THE ENVIRONMENTAL PROTECTION AGENCY (EPA). THE CONTRACTOR(S) SHALL BE RESPONSIBLE FOR COMPLYING WITH THE STORM WATER POLLUTION —BE NSF STANDARD 14 APPROVED
PREVENTION PLAN (SWPPP). —BE ASTM D-2241, CLASS 250 (SDR 17) OR BETTER DIG LN, INC.

14.  PRESSURE IRRIGATION SHALL BE PROVIDED BY THE CITY OF KUNA MUNICIPAL WATER SYSTEM.
15.  EXISTING DITCHES TO BE ABANDONED PER LS.P.W.C. SECTION 201. BACKFILL SHALL BE PER SECTION 204 OF L.S.P.W.C.
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